CHELTON

FLIGHT SYSTEMS 1

INFLIGHT QUICK REFERENCE LIST®

Departures / Approaches
» Always use Primary NAV display to make changes «

Select a (DP) Departure for a Flight Plan

Press ACTV.
. Turn control knob to highlight desired airport, push knob to enter.

. Turn control knob to highlight DP, push knob to enter selection.
A list of procedures will be displayed.

. Turn control knob to highlight desired procedure, push knob to
enter selection.

. Turn control knob to highlight desired transition, push knob to enter
selection.

. Turn control knob to highlight desired runway, push knob to enter
selection.

Select an IFR Approach for a Flight Plan

Press ACTV.

. Turn control knob to highlight landing airport, push knob to enter.

. Turn control knob to highlight IFR APPR, push control knob to
enter. List of instrument approaches will be displayed.

. Turn control knob to highlight desired approach, push knob to
enter selection.

. Turn control knob to highlight desired transition, push knob to enter
selection.

. Turn control knob to highlight desired runway, push knob to enter
selection.

1. To arm the missed approach, select the MISSED menu displayed

Missed Approach Arming

in the upper left corner upon passage of final approach fix (FAF).
Select this by using the upper left hand outer button.

Missed approach procedure waypoints will be displayed on the
PFD and automatically sequenced so that only the active waypoint
is shown, (magenta hoop).
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2 FLIGHT SYSTEMS

INFLIGHT QUICK REFERENCE LIST®

Approaches / Track
» Always use Primary NAV display to make changes «

Select a VFR Approach Change Runway During
Approach

1. Press ACTV. 1. Press ACTV.

2. Turn control knob to 2. Turn control knob to highlight
highlight landing airport or landing airport, push knob to
user waypoint, push knob to enter.
enter.

3. Turn control knob to highlight

3. Turn control knob to IFR APPR, push control
highlight VFR APPR, push knob to enter. List of
control knob to enter. List of instrument approaches will be
runways will be displayed. displayed.

4. Turn control knob to 4. Turn control knob to highlight
highlight desired runway, current approach, push knob
push knob to enter to enter selection.
selection.

5. Turn control knob to highlight
current transition, push knob
to enter selection.

6. Turn control knob to highlight
desired runway, push knob to
enter selection.

Parallel Track Function

1. Press ACTV.
2. Select the PKT... menu.

3. Turn control knob right or left to select desired offset distance in
NM increments, press knob to enter.

To Turn Off Parallel Track:
1. Pressthe ACTV.
2. Select the PTK...menu.

3. Select the OFF...menu.
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INFLIGHT QUICK REFERENCE LIST®

Waypoints
» Always use Primary NAV display to make changes «

Create a User Waypoint Edit a User Waypoint

1. Select FLP. 1. Select FLP...menu.

2. Turn control knob, highlight 2. Turn control knob to
CREATE/EDIT, push highlight CREATE/EDIT
knob to enter. push control knob to enter.

3. Turn control knob, highlight 3. Turn control knob to
CREATE USER WPT highlight EDIT USER
(LAT-LON) or (RAD- WPT, push control knob to
DST) push knob to enter. enter.

4. Turn control knob to select 4. Highlight waypoint to be
waypoint, push knob to edited, push knob to enter.
enter selection. Back up by using BACK.

Select a Waypoint Within a Delete a User Waypoint

Route
1. Press ACTV. 1. Select FLP...menu.

; ; ; 2. Turn control knob to
2. Active waypoints will be
displayed.yIO highlight CREATE/EDIT

push control knob to enter.
3. Turn control knob to select

desired waypoint. 3. Turn control knob to
highlight DELETE USER
4, P.ress control knob to go. WPT, push control knob to
direct to selected waypoint. enter.

4. Highlight waypoint to be
deleted, push knob to
delete waypoint.

5. Push control knob to
confirm.
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INFLIGHT QUICK REFERENCE LIST®

Waypoints
» Always use Primary NAV display to make changes «

Direct to Direct to Nearest Re-Center on
Waypoint Direct Route
1. Press 99. 1. Press NRST. 1. Press 99.

2. Turn control
knob, highlight

2. Active waypoint
will be displayed.

2. Turn control
knob to enter

identifier of choice Of.
desired nearest airport, 3. Press control
: VOR, NDB, INT, knob to go direct
waypoint. : .
or waypoint, to active
3. Push knob to push knob to waypoint.
enter selection. enter selection.

Add Waypoint to an Active Route

1. Press ACTV.

2. Turn control knob to select the waypoint that will appear after the
newly added waypoint.

3. Select INSERT...Menu.
4. Enter waypoint identifier.

5. Turn control knob to highlight desired waypoint press knob to enter
selection.

Delete Waypoint from an Active Route

Press ACTV.

Turn control knob to highlight desired waypoint to delete.
Select DELETE... Menu.

Push control knob to confirm.

AP w N PE




CHELTON 5

FLIGHT SYSTEMS

INFLIGHT QUICK REFERENCE LIST®

Waypoints
» Always use Primary NAV display to make changes «

Create User Waypoint at Current Location

1. Press MENU.

2. Press INFO to select highlighted DESIG.

3. This will generate a user waypoint “on the fly”, and will
automatically assign an alpha numeric user waypoint
identifier.

Omnibearing Selector Function
» Always use Primary NAV display to make changes <

Automatic OBS

1. Press OBS.
2. AUTO (default) will be highlighted, push control knob to enter.

Manual OBS

1. Press OBS.

2. Turn control knob to highlight MANUAL, push control knob to
enter.

3. Turn control knob to select desired OBS course, push control knob
to enter.
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INFLIGHT QUICK REFERENCE LIST®

Timer Functions
» May use either display to make changes <«

Flight Timer

Press MENU.
Select TIMER...menu.
Turn knob to FLT TIME, press control knob to enter.

B A

Timer will be displayed for 10 seconds in bottom right hand corner
of display.

Count Up

1. Press MENU.
2. Select TIMER...menu.

3. Turn control knob to highlight COUNT UP, push control knob to
enter.

Turn Off Timer

1. Press MENU.

2. Select TIMER...menu.
3. Select OFF...menu.

Count Down

1. Press MENU.
2. Select the TIMER...menu.

3. Turn control knob to highlight COUNT DN, push control knob to
enter.

4. Enter desired time period by turning control knob to select desired
numeric characters. Pushing control knob to enter selection will
advance to next numeric character to be selected.






